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BARE BONES 
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No Rinse / No Scrub Liquifying Stripper

DESCRIPTION
A 55% active speed stripper that easily cuts through multi-layers of burnished fl oor fi nish. This “true” no rinse stripper does not contain 
potassium hydroxide or sodium hydroxide yet is the fastest working liquifi er on the market. Low foaming, no scrub and no rinse features 
make this product a must for all professional fl oor care systems.

PRODUCT FEATURES / BENEFITS
• Low foaming / Can be used through automatic scrubbers
• Contains no potassium or sodium hydroxide / Safe for 

personnel & fl ooring

• Requires no rinsing / Saves time by eliminating neutralizing 
and rinsing

• No scrubbing machine needed / Reduces equipment costs & 
can be used in hard to get to places

• 55% Active / High use dilution for greater economy

DIRECTIONS FOR USE
For the rapid removal of all fl oor fi nishes and waxes from resilient 
fl ooring including: vinyl, vinyl asbestos, vinyl composition, asphalt, 
linoleum, and rubber tiles. Also ideal for fi nished non-resilients 
such as: terrazzo, marble, ceramic, quarry tile, ceramic, quarry 
tile, concrete, and poured epoxy fl ooring. Although excellent for 
any type of equipment, greatest savings are realized when using 
automatic scrubbing equipment.
Mop/Wet Vacuum Stripping System:
Dilute in cold or mildly warm water from one part product to 2 
parts water for heavily built-up or highly burnished fi nishes, to 
one part product to fi ve parts water for normal build up. Apply 
liberally with a mop to an area small enough so as not to allow 
the product to dry and allow to stand for 3 to 5 minutes. Agitate 
with a mop and remove solution and old fi nish with a wet vacuum. 

Allow fl oor to dry thoroughly and apply new fi nish as directed by 
manufacturer. If complete stripping is not accomplished repeat 
above procedure before re-application of new fi nish.
Floor Machine Stripping System:
Dilute and apply product as above using a dilution of 1 part 
product to 16 parts water varying according to build-up conditions. 
Product may be applied with a mop or Automatic Scrubber. Allow 
to stand for 3 to 5 minutes, scrub with a rotary fl oor machine 
or automatic scrubber equipped with stripping pads. Remove 
solution and old fi nish with a wet vacuum and allow fl oor to dry 
completely. If desired, a rinsing step can be added. Apply new 
fi nish per manufactures recommendation.
Note: As some asphalt tiles may be damaged by prolonged 
soaking in concentrated strippers, a spot test is recommended 
before general use.

SPECIFICATIONS
Color  .....................................................................................  Clear
Odor ............................................................................... Sassafras
pH  ................................................................................... 11.3 ± 0.3
Flash Point ............................................................  None to Boiling
Upper Cloud Point  ............................................................  > 130°F
Lower Cloud Point  ..............................................................  < 33°F
Viscosity (cps) ............................................................................< 5 
Water Solubility  ..............................................................  Complete

Finish Removal ................................................................  Excellent
Damage to Resilient Tiles  .................................................  Minimal
Density (lbs/gal)  ............................................................. 8.07 ± 0.1
Specifi c Gravity (gr/cc) .............................................................0.97
Free Rinsing  ............................................................................  Yes
Low Foaming ............................................................................  Yes
Shelf Life..............  1 year minimum in original unopened container

SAFETY INFORMATION
WARNING: IRRITANT.  CAUSES SKIN AND EYE IRRITATION. 
HARMFUL IF SWALLOWED.  Avoid contact with skin, eyes and 
clothing. Do not ingest. May cause severe mucosal damage and 
gastric distress.  May cause systemic intoxication.
FIRST AID:  For Eyes:  Rinse thoroughly with water for at least 
fi fteen minutes.  If irritation persists seek medical attention.  For 
Skin:  Remove contaminated clothing.  Wash skin thoroughly 

with water and apply emollient creme. If irritation persists seek 
medical attention.  Wash all contaminated clothing thoroughly 
before reuse.  If ingested:  Do not induce vomiting.  Give milk, 
egg white, gelatin, or water.   Seek immediate medical attention.  
Never give anything by mouth to an unconscious person.
FOR PROFESSIONAL USE ONLY

TDS-1058-0506

HMIS HAZARD CODE
 2 HEALTH
 2 FLAMMABILITY
 0 REACTIVITY
 N/A PERSONAL PROTECTIONSTRIPPER



N.A. = Not Applicable
Not Est. = Not Established
Prop. = Proprietary

MATERIAL SAFETY DATA SHEET
(SIMILAR TO OSHA FORM 174)

SECTION 1 -  MANUFACTURER / DISTRIBUTOR INFORMATION

Product Name:  BARE BONES No-Rinse/No-Scrub Liquifying Stripper Product #:   1058
Supplier’s Name:  National Chemical Laboratories of PA, Inc.
Supplier’s Address:  401 N. 10th Street · Philadelphia PA  19123 Emergency Phone #:  CHEM-TEL (800) 255-3924
HMIS Hazard Code:    Health:  2   Flammability:  2   Reactivity:  0   Other:  N/A Chemical Name:  N.A. Proprietary Blend
Chemical Family:  Blended Alkaline Detergent Formula:  N.A. Blended Product
D.O.T. Shipping Name:   N/A Hazard Class:   N/A D.O.T. ID#:   N/A

SECTION 2  -  HAZARDOUS INGREDIENTS

CHEMICAL NAME CAS NUMBER  % Concentration Range  Hazard Ratings (TLV/PEL)       
2-Amino Ethanol 141-43-5 PROP. 3 ppm
2-Butoxy Ethanol 111-76-2 PROP. 25 ppm

SECTION 3  -  PHYSICAL DATA 

Boiling Point (°F):   212  Specifi c Gravity:   0.97
Vapor Pressure:  = To Water Evaporation Rate:  = To Water
Vapor Density:   = To Water
Solubility in Water:  Complete
Appearance:  Clear, Thin Liquid
Odor: Sassafras

SECTION 4  -  FIRE AND EXPLOSION DATA 

Flash Point (°F):   176 (TCC)
Flammable Limits:   Not Est.
Unusual Fire & Explosion Hazards:  This product may liberate toxic fumes when heated.  Wear self contained breathing apparatus.

SECTION 5 -  HEALTH HAZARD DATA 

Route(s) of Entry:     Inhalation:  Yes    Skin:    Yes    Ingestion:  Yes Threshold Limit Value:    Not Est.
Effects of Overexposure:  Causes skin and eye irritation.  Harmful if swallowed.  May cause severe mucosal damage and gastric distress.  May cause 
systemic intoxication. 
Emergency & First Aid Procedures:  For Eyes:  Rinse thoroughly with water for at least fi fteen minutes.  If irritation persists seek medical attention.  
For Skin:  Thoroughly wash with water and apply emollient creme. If irritation persists seek medical attention.  If ingested:  Do not induce vomiting.  
Give milk, egg white, gelatin, or water.   Seek immediate medical attention.  Never give anything by mouth to an unconscious person.
Conditions Aggravated by Exposure:  May aggravate existing dermatitis and irritate sensitive skin.  May irritate any pre-existing pulmonary conditions.

Listed Carcinogen, Mutagen, Teratogen (Ingredient, Source, Amount):   None

SECTION 6 -  REACTIVITY DATA 

Stability:   Stable
Conditions to Avoid:   None
Incompatibility:  Acids and Oxidizers
Hazardous Decomposition Products:  Carbon Oxides and Amines
Hazardous Polymerization:  Will not occur.

SECTION 7  -  SPILL OR LEAK PROCEDURES 

Steps to be taken if material is released or spilled:  Recontainerize by mopping, wet vacuum, or using a suitable absorbent.  Rinse remaining 
material to drains.  Be cautious of slippery fl oors.  
Waste Disposal Method:  Follow local, state, and federal regulations.

SECTION 8  -  SPECIAL PROTECTION INFORMATION 

Respiratory Protection:  Generally not required
Ventilation:   Local
Protective Gloves:  Rubber or latex
Eye Protection:  Goggles or safety glasses with side shields
Other Protective Equipment:  Rubber boots should be worn if working in standing solutions.

SECTION 9 – SPECIAL PRECAUTIONS

Precautions to be taken in handling and storage:  Store between 40°F and 120°F.  
Other Precautions:  Remove contaminated clothing.  Wash all contaminated clothing thoroughly before reuse.  Keep out of reach of children.  For 
professional use only.

The information contained in this MSDS was obtained from current and reliable sources, however the data is provided without any warranty, expressed or implied, regarding 
its correctness or accuracy.  Since the conditions or handling, storage and disposal of this product are beyond the control of this company, it is not responsible for loss, injury 
and expense arising out of the product’s improper use.  No warranty, expressed or inferred, regarding the product described in this MSDS shall be created or inferred by any 
statement in this MSDS.  Various government agencies may have specifi c regulations regarding the transportation, handling, storage, use or disposal of this product which 
may be covered by this MSDS.  The user is responsible for full compliance.
Date Prepared – 01/01/03      By:  G.C.


